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TORNILLERÍA DE NYLON 
NYLON FASTENERS • VISSERIE NYLON • PARAFUSOS DE NYLON

  Longitud de la rosca interior
             Internal thread’s lenght
             Longueur du taraudage
             Comprimento da rosca interior

SW L

d
d2

Tolerancia de longitud ±0,1 mm.
Tolerance for length values ±0,1 mm.
Tolérance de  longueur  ±0,1 mm.
Tolerância de comprimento ±0,1 mm.

Ref. d=d2 L SW

7019-2,5-xx M2,5 5 5 3,0 8

7019-2,5-xx M2,5 6-7 5 3,5 8

7019-2,5-xx M2,5 8-9 5 5,0 8

7019-2,5-xx M2,5 10-11 5 7,0 8

7019-2,5-xx M2,5 12-14 5 9,0 8

7019-2,5-xx M2,5 15-45 5 10,0 8

7019-3-xx M3 5 6 3,0 8

7019-3-xx M3 6-7 6 3,5 8

7019-3-xx M3 8-9 6 5,0 8

7019-3-xx M3 10-11 6 7,0 8

7019-3-xx M3 12-14 6 9,0 8

Distanciador con rosca interior y exterior
Spacer bolts with internal/external thread
Entretoise  mâle-femelle
Espaçador com rosca interior e exterior

Material: Poliamida reforzada
Material: strengthened polyamide
Matière standard: Polyamide renforcé
Material: Poliamida reforçada

Color: Negro
Colour: Black 
Couleur: Noir
Cor: Preto

Ref. d=d2 L SW

  Longitud de la rosca exterior
             External thread’s length
             Longueur de la tige filetée
             Comprimento da rosca exterior

7019-3-xx M3 15-60 6 10,0 8

7019-4-xx M4 5 8 3,0 8

7019-4-xx M4 6-7 8 3,5 8

7019-4-xx M4 8-9 8 5,0 8

7019-4-xx M4 10-11 8 7,0 8

7019-4-xx M4 12-14 8 9,0 8

7019-4-xx M4 15-65 8 10,0 8

7019-5-xx M5 10-11 10 7,0 8

7019-5-xx M5 12-14 10 9,0 8

7019-5-xx M5 15-65 10 10,0 8


