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TORNILLERÍA 12.9 DE ALTA RESISTENCIA
12.9 HIGH STRENGTH FASTENERS • VISSERIE 12.9 À HAUTE RÉSISTANCE • PARAFUSOS 12.9 DE ALTA RESISTÊNCIA

3/8 x 1” 1/4 

Ref. = HEDANF-3-8-1-1-4 

  ejemplo 
  example 
  exemple
  exemplo

Cantidad en caja
Box qty.
Boîtage 
Quantidade na caixa

x50 
x100 Hilos/’’    

         Threads per inch
         Filets/’’ 
         Fios/’’

Espárrago con hexágono interior y punta hueca
Cup point socket set screws
Vis six pans creux sans tête bout cuvette
Pino com sextavado interior e ponta oca

Normas ASME/ANSI 18.3 - ASTM F912 - Roscas 3A
Standards ASME/ANSI 18.3 - ASTM F912- Thread fit 3A
Normes ASME/ANSI 18.3 - ASTM F912 - Filetages 3A
Norma ASME/ANSI 18.3 - ASTM F912 - Roscas 3A

Acero aleado de alta resistencia
Heat treated alloy steel
Acier allié haute résistance
Liga de aço de alta resistência

UNF

D #4 #5 #6 #8 #10 1/4” 5/16” 3/8” 7/16” 1/2” 5/8” D

D1 (max.) 0.056 0.062 0.069 0.082 0.095 0.125 0.156 0.187 0.218 0.250 0.312 D1 (max.)

S 0.050 1/16 1/16 5/64 3/32 1/8 5/32 3/16 7/32 1/4 5/16 S

Hilos/ “ 48 44 40 36 32 28 24 24 20 20 18 Hilos/ “

N.m 0.67 1.2 1.2 2.6 4.5 10.6 20.7 35.8 56.7 84.7 165 N.m

L

 1/8  1/8  1/8  1/8  3/16  3/16  1/4  1/4  3/8  1/2  5/8

L

 3/16  3/16  3/16  1/4  1/4  5/16  3/8  7/16  3/4  1”

 1/4  1/4  1/4  5/16  5/16  3/8  1/2  1/2  1”

 3/8  3/8  3/8  3/8  1/2  5/8

 1/2  1/2  5/8  3/4

 5/8  5/8  3/4  1”

 3/4  3/4  1”  1” 1/4

 1”  1”  1” 1/2

 1” 1/4  1” 1/4

Temperaturas de uso
Working temperatures

Températures d’emploi
Temperaturas de utilização

45 HRC mín.-29º a +204ºC Dureza
Hardness

Dureté
Dureza

           Par de apriete recomendado 
           Recommended tightening torque
           Couple de serrage recommandé
           Binário de aperto recomendado

N.m

Ref.= HEDANF- XX/XX - X XX/XX 

D L


