
AT 150 168 150

AT 175 192 175

AT 200 215 200

AT 250 263 250

AT 300 311 300

AT 350 358 350

AT 400 406 400

AT 500 501 500

AT 600 596 600

AT 700 692 700

AT 800 787 800

AT 900 882 900

AT 1000 977 1000

Hoses ø 8 mm and fittings
Tubi Ø 8 mm e raccordi

for connecting nitrogen gas springs and 
many other devices.

per il collegamento dei cilindri all’azoto e 
dispositivi vari.

TECHNICAL NOTES
 
Calculating hose length:

L = (A - 25) x 1.05 (dimensions in millimetres)

L = Hose length (fittings included)

A = Distance between gas springs to be connected

ART00 = Two pieces for each hose

AT000 = Specify length when ordering. The 
  

NOTE TECNICHE

Calcolo lunghezza tubo:

L = (A - 25) x 1.05 (dimensioni in millimetri)

L = Lunghezza tubo compresi raccordi

A = Interasse tra cilindri da collegare

ART00 = Due pezzi per tubo

AT000 = Specificare la lunghezza. Il tubo è 
  completo di raccordi

HOSE MECHANICAL SPECIFICATIONS
 
» Working temperature: -40 +93 °C

» Working pressure: max 415 bar

» Minimum bending radius: 15 mm

» Outside diameter: max 8.4 mm

CARATTERISTICHE MECCANICHE DEI TUBI

» Temperature di lavoro: -40 +93 °C

» Pressione di lavoro: max 415 bar

» Raggio minimo di curvatura: 15 mm

» Diametro esterno: max 8.4 mm

MODEL
MODELLO

A
mm

L
mm

MODEL
MODELLO

A
mm

L
mm

MODEL
MODELLO

A
mm

L
mm

LENGTH OF STANDARD HOSES, FITTINGS INCLUDED
LUNGHEZZE TUBI STANDARD, COMPRESI I RACCORDI (A richiesta si possono preparare dimensioni diverse)

ASSEMBLY / ASSEMBLAGGIO

A

15

L

RIGHT
CORRETTO

WRONG
ERRATO

ART00 AT000  Fittings included ø 8 mm
Raccordi inclusi

A

15

L

RIGHT
CORRETTO

WRONG
ERRATO

RIGHT
CORRETTO

WRONG
ERRATO

ART00 AT000  Fittings included ø 8 mm
Raccordi inclusi

A

15

L

RIGHT
CORRETTO

WRONG
ERRATO

RIGHT
CORRETTO

WRONG
ERRATO

ART00 AT000  Fittings included ø 8 mm
Raccordi inclusi

Accessories for nitrogen gas springs for dies
Accessori per cilindri all’azoto per stampi



AR27OT AR360T

ARO45

AR000 AR270R

AR090 AR270

Accessories for nitrogen gas springs for dies / Accessori per cilindri all’azoto per stampi

FITTINGS

GAS SPRING TO HOSE Ø 8 mm FITTINGS / RACCORDI DA CILINDRO A TUBO Ø 8 mm

MODEL / MODELLO MODEL / MODELLO

HOSE Ø 8 mm TO HOSE Ø 8 mm FITTINGS / RACCORDI DA TUBO Ø 8 mm A TUBO Ø 8 mm

MODEL / MODELLO
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Accessories for 
nitrogen gas springs



ATN 150 168 150

ATN 175 192 175

ATN 200 215 200

ATN 250 263 250

ATN 300 311 300

ATN 350 358 350

ATN 400 406 400

ATN 500 501 500

ATN 600 596 600

ATN 700 692 700

ATN 800 787 800

ATN 900 882 900

ATN 1000 977 1000

TECHNICAL NOTES
 
Calculating hose length:

L = (A - 25) x 1.05 (dimensions in millimetres)

L = Hose length (fittings included)

A = Distance between gas springs to be connected

ARTN00 = Two pieces for each hose

ATN000 = Specify length when ordering. The 
  

NOTE TECNICHE

Calcolo lunghezza tubo:

L = (A - 25) x 1.05 (dimensioni in millimetri)

L = Lunghezza tubo compresi raccordi

A = Interasse tra cilindri da collegare

ARTN00 = Due pezzi per tubo

ATN000 = Specificare la lunghezza. Il tubo è 
  completo di raccordi

MODEL
MODELLO

A
mm

L
mm

MODEL
MODELLO

A
mm

L
mm

MODEL
MODELLO

A
mm

L
mm

LENGTH OF STANDARD HOSES, FITTINGS INCLUDED
LUNGHEZZE TUBI STANDARD, COMPRESI I RACCORDI (A richiesta si possono preparare dimensioni diverse)

ASSEMBLY / ASSEMBLAGGIO

A

15

L

RIGHT
CORRETTO

WRONG
ERRATO

RIGHT
CORRETTO

WRONG
ERRATO

ART00 AT000  Fittings included ø 8 mm
Raccordi inclusi

HOSE MECHANICAL SPECIFICATIONS
 
» Working temperature: -40 +93 °C

» Working pressure: max 415 bar

» Minimum bending radius: 15 mm

» Outside diameter: 5 mm

CARATTERISTICHE MECCANICHE DEI TUBI

» Temperature di lavoro: -40 +93 °C

» Pressione di lavoro: max 415 bar

» Raggio minimo di curvatura: 15 mm

» Diametro esterno: 5 mm

A

15

L

RIGHT
CORRETTO

WRONG
ERRATO

RIGHT
CORRETTO

WRONG
ERRATO

ART00 AT000  Fittings included ø 8 mm
Raccordi inclusi

A
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L

RIGHT
CORRETTO

WRONG
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ARTN00

M12x1.5

ATN000  Fittings included ø 5 mm
Raccordi inclusi

Hoses ø 5 mm and fittings
Tubi Ø 5 mm e raccordi

Accessories for nitrogen gas springs for dies
Accessori per cilindri all’azoto per stampi

for connecting nitrogen gas springs and 
many other devices.

per il collegamento dei cilindri all’azoto e 
dispositivi vari.



ARN27OT

ARN045

ARN000 ARN270R

ARN090 ARN270

ARN360T

Accessories for nitrogen gas springs for dies / Accessori per cilindri all’azoto per stampi

FITTINGS

MODEL / MODELLO MODEL / MODELLO

MODEL / MODELLO
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Accessories for 
nitrogen gas springs

GAS SPRING TO HOSE Ø 5 mm FITTINGS / RACCORDI DA CILINDRO A TUBO Ø 5 mm

HOSE Ø 5 mm TO HOSE Ø 5 mm FITTINGS / RACCORDI DA TUBO Ø 5 mm A TUBO Ø 5 mm


